




CONGRATULATIONS!

     You now own APPLIED ENGINEERING'S Apple //c System   Clock.
Because of the time and care takeiiF takeiiFsrd1R19AFanufacture.

    ThisAFanual was writtkeiwith WordStareauing1R1S Apple //.





USING THE //c SYSTEM CLOCK WITH ProDOS

After copying the //c System Clock Utilities disk, simply
boot the copy, select option one (1), Clock Utilities.

N0TE:Some software that has been converted from DOS 3.3 to ProDOS
    may not be able to take advantage of the clock for date and
     time stamping.

   To use the //c System Clock for time and date stamping of



displayed are RAM and INSTALL. RAM is any RAM disk, such as
PRODRIVE for 2-RAM, that was found and INSTALL is the //c System
Clock Utilities disk itself. The name of the disk to be modified
should also be displayed. Choose the letter for the volume that
you want to add the clock driver to and press return. The program
will then ask you to confirm your choice by enering a 'Y' for yes
or a 'N' for no. If you cho64 lumed the clogram
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A BASIC EXAMPLE

0 REM PRETTY.TIME - 7/16/85 Applied Engineering/dcj

http://SCRAP.IT


DISCONNECTING THE //c SYSTEM CLOCK

USING THE //c SYSTEM CLOCK WITH CATALYST

    For users of Catalyst and a hard disk, we have included a
file on the //c System Clock Utilities disk called CAT.CLOCK.
Copy CAT.CLOCK to your Catalyst boot disk using the ProDOS FILER
program and then install CLOCK.SYSTEM onto the same disk.

    The solution to this problem is to write a routine (not
supplied) that handles any special disconnection requirements of
the other programs to be installed simultaneously with AE.BT,
such as disabling interrupts and deallocating interrupt handlers
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